
ref. 2007 CBC sec. 1115B.3.1

48" MIN. CLEARI- OR -

IF DOOR IS EQIPPED WITh
BOTH A LATCH ND A CLOSER
bEVICE, PROVItE A MINIMUM
12" STRIKE-EDGE CLEARANCE
ON "PUSH" SIb9 OF DOOR.

ACCESSIBLE URINAL ACCESSIBLE LAVATORY
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FIXIURE LAYOUTS MAY VARY

TYPICAL MULTIPLE-ACCOMMODATION TOILET ROOM

ALL TOWEL, SANiTARV NAPKIN, WASTE
RECEPTACLES. bISPENSER5 AND CONTROLS

12" MAX.
42" MIN.

ACCESSIBLE WATER CLOSET



PXXTUU NO1I

WHEN bOOR SWINGS AWAY FROM TOILET ROOM

TYPICAL SINGLE-ACCOMMODATION TOILET ROOM
FIXTURE LAYOUTS MAY VARY ref. 2007 CBC see. 1115B.3,2

HI AbbZT*CN TO TMU SIQUZSL WATIS .OSST PCTVSI, AN

UNSIPUAt ACI$ZItI UPZNAL PUTUSS MAY ALSO 5$ XNSTALLSD

HI A MINI iXHMi.MObAVWI OS UNISEX WILlY I0.

4 FLOOS SlAIN ./ T$AP PtI SMALL II HIITALL$b HI ALL

TOILS? SO WITIl 105 AtI PLIMSIMI srcyu*ss.

IN bUWN SbA-S. S SOS ACUD1.I USTNAL bTMIN$IN.

DOORS SHALL NOT SWINS INTO THE CLEAR FLOOR SPACE REiIRED FOR ANY FIXTURE

0
0
I
Iii
-Io
I
z
0

0

0
0

Iii
-

0

E

C

OPTIONAL URINAL
SEE FIXTURE NOTE ABOVE

OPTIONAL URINAL
SEE FIXTURE NOTE ABOVE

ALL TOWEL, SANITARY NAPKIN, WASTE
RECEPTACLES, DISPENSERS AND CONTROLS

12’ MAX.

WHEN bOOR SWINGS INTO TOILET ROOM

SIDE

1/2’ MIN. CLEAR

TOILET PAPER DISPENSER
RECESSED-TYPE PREFERRED

4’ MAX. PROJECTION
FROM FACE OF WALL

FRONT
ACCESSIBLE WATER CLOSET ACCESSIBLE LAVATORY



DOORWAYS LEADING TO WOMEN S SANITARY FACILITIES
SHALl. BE IDENTIFIED BY A CIRCLE 1/4’ ThICK AND 12’
IN DIAMETER.

DOORWAYS LEADING TO UNISEX SANITARY FACIL.XTIES
SHALL BE IDENTIFIED BY A CIRCLE 1/4 THICK AND 12’
IN DIAMETER WITH A 1/4 THICK TRIANGLE SUPER
IMPOSED ON THE CIRCLE AND WITHIN THE 12" DIAMETER

DOORWAYS LEADING TO MEN’S SANITARY FACILITIES
SHALL BE IbENTIFIED BY AN EQVILATERAL TRIANGLE,
1/4’ THICK WITH EDGES 12’ LONG AND A VERTEX
POINTING UPWARb.

RESTROOM IbENTIFICATION SYMBOLS
GEOMETRIC IDENTIFICATION SYMBOLS SHALL BE CENTERED ON THE bOOR AT A HEIGHT OF 60’ ABOVE THE FINISHED FLOOR.

GEOMETRIC IDENTIFICATION SYMBOLS SHALL BE OF A COLOR AND CONTRAST THAT IS DISTINCTLY DIFFERENT
FROM THE COLOR AND CONTRAST OF THE DOOR.
THE COLOR BLUE, EQUAL TO COLOR NO. 15090 IN FEDERAL STANDARb 5958 SIMILAR TO ROYAL BLUE IS RECOMMENbED.

NO TEXT, NO INTERNATIONAL SYMBOL of ACCESSIBILITY ISA OR BRAILLE IS REQUIRED ON THE bOOR-MOUNTEb
GEOMETRIC IDENTIFICATION SYMBOLS,

INACCESSIBLE SANITARY FACILITY SIGNAGE
INACCESSIBLE SANITARY FACILITIES SHALL HAVE DIRECTIONAL SIGNAG COMPLYING WITH SECTION
1117B.5.1 ITEMS 2 ond 3 TO INDICATE THE LOCATION OF THE NEAREST ACCESSIBLE SANITARY FACILITY.

SAMPLE:
ACCESSIBLE SANITARY FACILITIES ARE LOCATED

ONTHE GROUND FLOOR
THIS SPACE FOR CORRESPONDING

GRADE 2 BRAILLE

INTERNATIONAL SYMBOL of ACCESSIBILITY

PICTOGRAMS
VERBAL DESCRIPTION

LETTERS AND NUMERALS SHALL BE RAISED 1/32. UPPER
CASE SANS SERIF TYPE AND SHALL BE ACCOMPANIED WITH
CONTRACTED SPADE 2 BRAILLE. RAISED CHARACTERS SHALL
BE AT LEAST 5/8" HIGH BUT NO HIGHER THAN 2".

CONTRACTED GRADE 2 BRAILLE
DOTS SHALL BE 1/10" ON CENTER IN EACH CELL
THERE SHALL BE 2/10 SPACE BETWEEN CELLS, MEASURED FROM
THE SECONb COLUMN OF DOTS IN THE FIRST CELL TO THE
FIRST COUMN OF DOTS IN THE SECOND CELL. DOTS SHALL BE
RAISED A MINIMUM OF 1/40" ABOVE THE BACKGROUND.
BRAILLE DOTS SHALL BE DOMED OR ROUNDED.

WALL-MOUNTEb ACCESSIBILITY SI&NA&E
WALL-MOUNTED ACCESSIBILITY SIGNAG SHALL CONSIST OF

RAISED CHARACTERS aod PICTORIAL SYMBOLS oko. PICTOGRAMS IN ACCORDANCE WITH 2010 CBC
SECTION 11178.5.5.

CONTRACTED GRADE 2 BRAILLE IN ACCORDANCE WITH 2010 CBC SECTION 11178.5.6.

THE INTERNATIONAL SYMBOL of ACCESSIBILITY a.k.o. ISA IN ACCORDANCE WITH 2010 CBC SECTION 11178.5.8.

WHERE PERMANENT IDENTIFICATION SIGNS ARE PROVIDED FOR ROOMS AND SPACES, SIGNS SHALL BE
INSTALLED ON THE WALL ADJACENT TO THE LATCH SIDE Off THE DOOR.

WALL-MOUNTED ACCESSIBILITY SIGNAGE MOUNTING HEIGHT SHALL BE 60" ABOVE THE FINISHEb FLOOR
TO THE CENTERLINE OF THE SIGN.

WHERE THERE IS NO WALL SPACE ON THE LATCH SIDE, INCLUDING DOUBLE LEAF DOORS, SIGNS SHALL BE
PLACED ON THE NEAREST ADJACENT WALL, PREFERABLY ON THE RIGHT.

MOUNTING LOCATION SHALL BE DETERMINED SO THAT A PERSON MAY APPROACH WITHIN 3 0? SIGNAGE
WITHOUT ENCOUNTERING PROTRUDING OBJECTS OR STANDING WITHIN THE SWING OF A DOOR.
15", AS MEASURED BETWEEN THE LATCH.SIbE OF THE DOOR AND THE VERTICAL CENTERLINE OF THE
SIGN, IS RECOMMENDED.

ACCESSIBLE TOILET ROOM IbENTIFICATION 5I&NAGE
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FIG. 98
ALTERNATE-TRANSFER
TOILET STALL DESIGN

EXISTING FACILITIES ONLY

FIG. 98
ALTERNATE-TRANSFER
TOILET STALL DESIGN

FXISTINr IACII ITIF1 flNI Y

X=66" MINIMUM WITH WALL-MOUNTED
WATER CLOSET

X=69’ MINIMUM WITH FLOOR-MOUNTED
WATER CLOSET

[: TOTAL REQUIRED STALL LENGTH
MUST INCORPORATE MINIMUM
REQUIRED 48" CLEAR SPACE IN
FRONT OF WATER CLOSET.

48" MIN.
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GENERAL REQUIREMENTS
SANITARY FACILITIES

4" MAX.
STILE WIDTH


